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MINIMA

Das Quadrat neu interpretiert: MINIMA

Die brandneue Produktfamilie MINIMA von LAMP83 setzt wieder einmal MaRstabe bei
den quadratischen Strahlern. MINIMA ist das Ergebnis eines innovativen, einzigartigen und
minimalistischen Konzeptes. Die Formgebung des Produkts basiert im Wesentlichen auf
funktionalen Oberflachen, die eine klar verstandliche Form darstellen.

In zwei verschiedenen GroRen von 96 x 96 mm oder 128 x 128 mm hat die Familie insgesamt
sechs verschiedene Versionen als Strahler, Einbau und zweifach Einbau. Obwohl ein exklusiver
Quartett-Linsensatz mit vier hocheffizienten LED-Chips eingesetzt wird, strahlt MINIMA das
Licht in runder Form aus.

Dank spezieller Kithlkanale werden die Produkte bis zu 18 W in der kleineren und bis zu 25W
in der gréRReren Version betrieben. Neben den Schwarz-WeiRR-Farben sorgen Schwarz-WeiR-
und Schwarz-Rot-Farbschemata dafiir, dass MINIMA mit seiner klaren Form verschiedene
Farbalternativen anbieten kann.

Der integrierte Stromschienenadapter des Strahlers ermdglicht ein saubereres Erscheinungsbild
in Bezug auf die Asthetik der Decken. Dariiber hinaus schafft MINIMA einen zusétzlichen

Wert in Bezug auf die Funktionalitat, da die beiden Korper in der doppelten Einbauversion

in entgegengesetzte Richtungen geneigt werden kdnnen. So kann die MINIMA-Familie die
Anforderungen jedes Beleuchtungsprojekts erfiillen.

Zusammengefasst steht MINIMA lhnen zur Verfligung, um mit seiner quadratischen Form einen
Unterschied in lhrem Raum zu schaffen.

Anwendungsbereich:

Die MINIMA-Produktfamilie bietet eine komplette Beleuchtungslosung fiir Geschéfte,
Einkaufszentren, Mdrkte, Kunstgalerien und Museen, wo neben der Allgemeinbeleuchtung

vor allem Akzentbeleuchtung benétigt wird. AulRerdem kann sie zur Beleuchtung von
Dekorationsobjekten wie Statuen, Maltischen in Wohnungen eingesetzt werden, wo abgehéngte
Decken oder Strahler bevorzugt werden.

New interpretion of a square form: MINIMA

LAMP 83’s brand new product family MINIMA is once again setting the standards in terms
of square shaped spotlights. MINIMA is the result of an innovative, unique and minimalistic
approach. The bottom line of the product’s form language is based on functional surfaces
that represent a clearly understandable form.

In two different sizes of 96 x 96 mm or 128 x 128 mm, the family has total of six different
versions as spolight, single and dual recessed bodies. Although an exclusive quartet lens set
is placed on top of four highly efficient LED chips, MINIMA emits the light in round form.

Thanks to special cooling channels, the products are driven up to 18W in smaller and to
25W in bigger version. In addition to black and white colors, black/white and black/red color
schemes ensure that MINIMA could offer various color alternatives with its pure form.

The spotlight's integrated track adaptor allows for a cleaner appearance in terms of
aesthetics of the ceilings. Moreover, MINIMA create an additional value in tems of
functionality since both bodies could be tilted in opposite directions in dual recessed version.
Thus MINIMA family are able to meet needs of any lighting project.

In summary MINIMA is at your service to create a difference in your space with its square
form.

Application Areas:

MINIMA product family offers a complete lighting solutions in places like shops, shopping
malls, markets, art galleries, museums where accent lighting is especially needed in addition
to general lighting purposes. Beside this, it can be used to illuminate the decorative objects
such as statues, painting tables in homes where suspended ceiling is applied or spotlights
are preferred.







MINIMA

TECHNISCHE BESCHREIBUNG / TECHNICAL DESCRIPTION

HINTERE ABDECKUNG
Eine elegante Abdeckung mit Beliiftungsoffnungen

REAR COVER
A stylish rear cover including ventilation holes

KUHLKORPER
Exklusiv entworfener Kiihlkrper aus Aluminiumdruckguss
Hohe thermische Leitfahigkeit

HEAT-SINK BODY
Exclusively designed die-cast aluminium cooling unit
High thermal conductivity

LED

LED-Chip der neuen Generation, elektronisch geschiitzt
L80 50.000 Lebensdauer

SDCM 3

LED

New generation LED chip built-in electronically protected
L80 50.000 hours lifetime

SDCM 3 (Standard Deviation Colour Matching)

LINSE

transparente, quadratische PMMA Linse

UV resistent

90% optischer Wirkungsgrad, 26° und 54° Abstrahlwinkel
Warmebestandigkeit bis zu 115°

LENS

PMMA transparent square shaped lens UV resistant
Over 90% optical efficiency

26° and 54° beam angles

Thermal resistance up to 115°C




ADAPTER

Neue Generation, 50.000 Stunden, low ripple,
Konstantstrom, integrierter LED Treiber,
On/Off und DALI Optionen

TRACK ADAPTER

New generation, 50.000 hours, low ripple,
constant current, European origin LED driver
integrated into the lighting track adapter
On/Off and DAL/ options

GELENK
Polycarbonat Gelenk
90° schwenkbar und 330° drehbar

JOINT

Polycarbonate (PC) joint, designed by LAMP 83
Adjustability to allow 90° tilting and 330°
rotating

RAHMEN
Frontrahmen aus Aluminium

FRAME
Stylish aluminium front frame according to lens design
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MINIMA STRAHLER / SPOTLIGHT K

MINIMA EINBAU / RECESSED

C
CASAMBI
inside >

- Strahler, Ein- oder zweichfache Einbauversion mit - Spotlight, single and dual recessed body options in two different sizes
2 verschiedenen GehdusegrolRen « Four different color versions including combinations
+ Vier unterschiedliche Farboptionen « Class A+ energy efficient & L 80 50.000 hours life time 18 — 25W LED power
- Energieeffizienzklasse A+, L 80 50.000 LED Lebensdauer + LED lumen output between 1.890 — 5.300 Im
+ 18 - 25W Leistung, Lumen 1.890 — 5.300 + 26°—37°—54°—58° special designed optical lenses to provide perfect light
+ 26°—37° - 54°- 58° Abstrahlwinkel mit Optik Linsen control
+ 3000K - 4000K (CCT) Farbtemperatur SDCM 3 « CCT light color temperature: 3000K — 4000K SDCM 3
- Strahler bis 90°, Einbauversion bis 20° schwenkbar « Adjustability up to 90° in vertical for spotlight, 20° for recessed body
+ DALI Dimm Option, geeignet fiir Automatisierung (optional) « DALI dimm option, suitable for Automation (optional)
- Notfall-Kit 3 Std. optional - Emergency kit is available with 3-hours battery pack for recessed

products (optional)

179



MINIMA STRAHLER / SPOTLIGHT

MINIMA-S
330° A | 4—255—+ W Im Standard Dali Dimm
37° —
58° Ll — o 18 W 1890 Im LSP4905031 LSP4905041
ool o =
90° ooj &

3000K - 4000K + 600 gr Al CE P20 8500 [O 5B

330° A | +—255—+
A ] W Im Standard Dali Dimm

25W 2650 1Im LSP4907032 LSP4907042

» %
tsi
2054

4128#

3000K - 4000K+ 1000 gr Al CE P20 ss0° [O] 5P

Farben / Colors

MO1 Weiss | White
MQ02 Schwarz | Black
MO03 Schwarzer Korper, Rahmen weiss | Black body, White frame
MO4 Schwarzer Korper, Rahmen rot / Black body, Red frame
MO1 M02 MO03 MO4

Fiigen Sie fiir die unten angegebenen Optionen bitte den entsprechenden Buchstabencode am Ende des Produktcodes hinzu oder wenden Sie sich an lhren LAMP 83-Kundenbetreuer.
If you would like to buy the products featuring options given in the table, please add relevant letter code to the end of product code and consult your LAMP 83 customer representative.

Casambi Steuerung Tunable white - 2700K~6500K Notfall-Kit - 3 Stunden Holzoptik Heat map
Casambi control Tunable white - 2700K~6500K Emergency kit - 3 hours Wooden color Heat map
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MINIMA EINBAU / RECESSED

MINIMA-S
g — s [ w Im Standard Dali Dimm
200 . LSOHSOL 133210 18W  1890Im  LAN4905031  LAN4905041

EQC)

3000K - 4000K « 920 -1250 gr

Al CE P20 850 © [0 X

MINIMA-S i
v ——1¢ [4] w Im Standard Dali Dimm
e g [ @
58° 275x150 258 x 119 2x18 W 2x18901Im  LAN4905231  LAN4905241
3-a
3000K - 4000K + 1850 - 2200 gr [H[ C€ P20 s50° @ @ A+ 4
— 1
g 3 Z
| x % ‘ﬂ;_u'—r ot W Im Standard Dali Dimm
20° ; Jral
54 J»182x182Jr 153 x 165 25W  26501m  LAN4907032  LAN4907042

EQC

3000K - 4000K - 1500 - 1850 gr

Al C€ P20 8500 © [0 XD

o

w11 A
W Im Standard Dali Dimm

I = =
54 339x182 310x765 9305 W 2x2650Im LAN4907232  LAN49Q7242

]

ERC)

3000K - 4000K - 3000 - 3350 gr

Il CE P20 8500 © [O 5B

Fiigen Sie fiir die unten angegebenen Optionen bitte den entsprechenden Buchstabencode am Ende des Produktcodes hinzu oder wenden Sie sich an lhren LAMP 83-Kundenbetreuer.
If you would like to buy the products featuring options given in the table, please add relevant letter code to the end of product code and consult your LAMP 83 customer representative.
Heat map

Casambi Steuerung Tunable white - 2700K~6500K Notfall-Kit - 3 Stunden Holzoptik
Casambi control Tunable white - 2700K~6500K Emergency kit - 3 hours Wooden color Heat map
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